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The Camlok CXseries of plate lifting clamps canbe used for all structural steelp latesuptoa
surface hardness of 300 Brinell. It has beendesignedespecially for the handling of plate at any
angle, thus permitting the liftingand handling of awkwardshaped plate and fabrications. Single
plates canbeliftedfrom the horizontal tothevertical position andviceversa.Vertically racked
plates canbeturned over due tothein-builtliftingeye andlink.
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Loadsweighingthe
maximum W.L.Lmay
be liftedandturned
through180 degrees
intheplaneofthe
clamp

Load Diagram
withslingsvertical

RESTRICTIONS

OPTIONS
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The clamp can be used on
edge and side loads can
be lifted with a reduction in
the W.L.L. as shown in the
diagrams.

CX

FOR LONG PLATESFOR SHORT PLATES

Theclamp is not suitableforsteelover300 Brinell,stainlesssteel,lead,certain gradesof copper and
materials over 120° surface temperature. Theworkingloadlimit ofthe clamp should be a s close
as possibleto theactualloadtobe lifted.Thisensuresthattheclamp isworkingatmaximumefficiency.
Loads below20%of the workingloadlimitshould be avoidedextra caremustbetakenwhen liftingplates
inthelower20% of therated jawcapacity.Excessivewearandareductionin workinglife can be caused
i f a clamp iscontinuouslyused to liftthe samethicknessmaterial.

The standardCX clampsare fitted with a cam operated closing mechanismthatcanifpreferred
be replaced with a chainpullopen/closemechanismfor remote operation. They canbe
supplied with narrow orlargethroatcapacityand with a swiveloraninsulatedswivelsystem,

whichallowswelding to be undertaken whilst the material isstillattachedto thecrane.
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Safe loads fortwoclamps

ThereisareductionintheWLLwhenusedwith
a 2 leg slingasshowninthe table

Loadmusthangno
morethanshownin
diagram when
suspendedby the
clamp only.


